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1.Installation and commissioning may only be carried out by authorized specialists and wired
   in cordance with the latest IEE electrical regulations or the national standards.
2.Mains power must be switched off before carrying out installation.
3.The manufacturer, shall not be liable for any damage resulting from inappropriate
    modifications to the luminaire or faulty installation.
4.The light source contained in this luminaire shall only be replaced by the
   manufcturer or his serice agent or a similar qualified person.
5. Light source can’t be replaced.
The control gear provides basic insulation between the LV supply and the control circuit

THORN

LENA VARIO LED IP44

              Product Description

LENA VARIO LED 320 1400 830/35/40

LENA VARIO LED 320 1400 830/35/40 MWS

LENA VARIO LED 380 1900 830/35/40

LENA VARIO LED 380 1900 830/35/40 MWS

LENA VARIO LED 380 2500 830/35/40

LENA VARIO LED 380 2500 830/35/40 MWS

SAP code

96631862

96631863

96631864

96631865

96631866

96631867

photobilogical rik group

RG0

RG0

RG0

RG0

RG0

RG0

EAN

9010299044914 

9010299044921 

9010299044938 

9010299044945 

9010299044952 

9010299044969 

Wattage

15W

15W

21W

21W

30W

30W

diameter*height

350*108

350*108

410*115

410*115

410*115

410*115

-100%

-75%

-50%

-10%

100%

75%

50%

10%

h1

6m

4.5m

3m

1m

d1

10m

8m

6m

2m

h2

6m

4m

2m

1m

d2

6m

5m

3m

1m

1.Sensibilité/Sensitivity

Default/Défaut

2.Durée/Hold-time 3.Luminosité/Daylight sensor

-5s

-90s

-5min

-15min

-Disable

-50Lux

-10Lux

-2Lux

1 2

100%

75%

50%

10%

3 4

5s

90s

5min

15min

5 6

Disable

50Lux

10Lux

2Lux

50% 5min Disable

1 2 3 4 5 4

>1m

>1m >1m

>2m

MWS

d1 h2

h1 d2




