
ClassEA-Kupplung REG

Data sheet

Article no.: 13910261 Color: lightgrey (similar RAL 7035)

Product Features

10GB coupling, straight, DIN-rail mounting

- for use in 10 Gigabit-Ethernet-Networks (transmission bandwidth 500 MHz)

- 2 x RJ45, shielded

- with 2 dust caps

- for DIN-rail mounting, 1 DIN unit wide (1 unit 18 mm)

- installation below the distribution cover

- insulation class II (without earth connector)

- insulations class I (with earth connector)

- with stainless steel earthing bracket

- suitable für PoE+ (Power over Ethernet) according to IEEE 802.3at

- according to the following standards

- ISO/IEC 11 801, ClassEA, shielded

- DIN EN 50173-1, ClassEA, shielded

- DIN EN 60 603-7-51, 500 MHz, shielded

- life > 750 cycles

Mounting types

DIN-Rail Yes

References

13910200Similar article

Features

General

Design jack/jack

shielded Yes

Classification ClassEA iso

PoweroverEthernet Yes

Protection class IP 21

Halogen Free Yes

GTIN (EAN) 4043921667996

Dimensions/Weights without packaging

Height mm 26,5

Width mm 18,1

Length mm 45,15

Certifications

RoHS conform Yes

CE Yes

WEEE Yes
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