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einGanGsverTärkunG unD rÜCkkanal-TauGliCH
art.nr. ms178C ms1712C ms1716C ms1724C ms1732C
Ref.Nr. 714801 714802 714803 714804 714805

17 in 8 17 in 12 17 in 16 17 in 24 17 in 32
Teilnehmerausgänge 8 12 16 24 32
Durchgangs-
dämpfung (typ.) dB

SAT 3 6 6 9 12
Terr 2 3 3 6 8

TN-Dämpfung 
1-8/9-16/17-24/25-32

dB
(typ.)

SAT* 4/-/-/- 4/7/-/- 4/7/10/- 4/7/10/13
Terr 3/-/-/- 3/5/-/- 3/5/8/- 3/5/8/10
RK 40

Max. Eingangspegel dBμV
SAT 102
Terr 104

Spannungsversorgung V 12
DC-Durchlass Eingang - Ausgang - Eingang (VL & Terr.)

Max. Stromverbrauch
(K=Kaskade,
 S = Standalone)

mA
Netzteil

Low Gain 40 80 80 120 160

High Gain
90 (K) 150 (K) 170 (K) 260 (K) 340 (K)

175 (S) 230 (S) 260 (S) 310 (S) 430 (S)
Receiver 33

Entkopplung A.  dB
Ausg. >25
H/V >40

Temperatur °C -5 ... +45
Gewicht g 1100 2400 2500 3600 4400
Maße (B x H x T) mm 350 x 120 x 30 350 x 253 x 30 350 x 386 x 30 350 x 519 x 30

* = @ 2400MHz; -5dB @ 950MHz

17 einGänGe mulTisCHalTer miT einGanGsversTärkunG-sCHalTer unD rÜCkkanal TauGliCH

  Extrem kompakte bauform für platzsparende Montage.

  Sehr flexibel: Aufgrund von zuschaltbaren Abschlusswiderständen zu 
jedem Einzel-oder Kaskaden-Schalter.

  Gussgehäuse, bei Televes entwickelt und hergestellt.
 Hochwertige Wärmeableitung .
 Beste Schirmungseigenschaften.

  rückkanal tauglich für CoaxData-Systeme.

  schalter 10db-eingangsverstärkung (EIN/AUS) für alle SAT- Eingän-
ge. Ideal für lange Zuleitungswege.

17 in mulTisCHalTer  nevO ms 17..C - serie

nevO: Die Flexible C - serie

ms = multischalter          17 = Eingänge          8 / 12 / 16 / 24 / 32= Ausgänge          C = Kaskadierbar

TeCHnisCHe DaTen

erFOrDerliCHes neTzTeil:
ms-nT123n (732801)

 12 V Ausgangsspannung
 Max. Strom 2,75A
 Abmessungen 150 x 103 x 56mm 
 Gewicht 400g

Namensgebung:

SK2003PLUS 
(414002)

1 x SH7585QSD (790901)

1 x SH7585QSD (790901)

2 x SP44EN (747102)

2 x SP44EN (747102)

ESW34U (404001)
ERD17 (X2047)

17 x USS3000 
(4947)

MS178C
(714801)

SK2003PLUS (414002)

ERD17
(X2047)

SE33ST (524603) 

SE33ST (524603) 
SE33ST (524603) 

SK2000PLUS 
(4138)

S85QSD-W/G/Z (790301/02/03)

Anlage für 8 Teilnehmer: 4 Satelliten Astra 19°, Hotbird 13°, Eutelsat 9° 

und Astra 23° + DVB-T + UKW

DATHDLTE  (149962)

UKW2 
(120101)

4

TERR.

POWER 
12V

2

3

1 5

6

7

8
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OUT SAT A OUT SAT B

     

LG HG
(+10 dB)

100% Designed, Developed & Manufactured in Televes Corporation

SATELLITE MULTISWITCH
MULTISCHALTER 9x9x8 8 x 

950 - 2400 MHz
1 x 
5-65 (R) / 88 - 862 MHz

8 x 
5-65 (R) / 88 - 2400 MHz

714601 Art.Nr MS98C

MADE IN SPAIN

V-LOW
12V    

H-LOW
12V    

V-HIGH
    12V         

H-HIGH
    12V         

V-LOW
12V    

H-LOW
12V    

V-HIGH
    12V        

H-HIGH
    12V       

TERR. V-LOW
12V    

H-LOW
12V    

V-HIGH
12V    

H-HIGH
12V    

V-LOW
12V    

H-HIGH
12V    

V-HIGH
12V    

H-HIGH
  12V    

TERR.

IN SAT A

V-LOW
12V    

H-LOW
12V    

V-HIGH
    12V         

H-HIGH
    12V         

IN SAT B

V-LOW
12V    

H-LOW
12V    

V-HIGH
    12V         

H-HIGH
    12V         

IN SAT C

V-LOW
12V    

H-LOW
12V    

V-HIGH
    12V         

H-HIGH
    12V         

IN SAT D

V-LOW
12V    

H-LOW
12V    

V-HIGH
    12V         

H-HIGH
    12V         

OUT SAT A
TERR. V-LOW

12V    
H-LOW
12V    

V-HIGH
12V    

H-HIGH
12V    

OUT SAT B
V-LOW
12V    

H-LOW
12V    

V-HIGH
12V    

H-HIGH
12V    

OUT SAT C
V-LOW
12V    

H-LOW
12V    

V-HIGH
12V    

V-HIGH
12V    

OUT SAT D
V-LOW
12V    

H-LOW
12V    

V-HIGH
12V    

H-HIGH
   12V    

POWER 
  12V

4

2

3

1

LG HG
(+10 dB)

5

6

7

84

2

3

1

     
100% Designed, Developed & Manufactured in Televes Corporation

SATELLITE MULTISWITCH
MULTISCHALTER 17x17x8
714801 Art.Nr MS178C
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MADE IN SPAIN

16 x 950 - 2400 MHz
1 x 5-65 (R) / 88 - 862 MHz   8 x 5-65 (R) / 88 - 2400 MHz


